
Subject to technical changes.

SLIDING DOOR SYSTEMS: ASSEMBLY INSTRUCTIONS

LOCK SERIES 751

ACCESSORIES:

TOOLS:
Screwdriver with cross (PH1) and AW Bit (AW 10)

TECHNICAL DESCRIPTION:

1st edition_Bremen, August 2008

1_ 2_

1_Panel lock set (10.01.751)_for panels 6 -10 mm
2_Adapter for 4 mm glass (10.01.754)_

General:
Profi le system S751 aodized, coated or veneer only with bottom rail (15.04.0xx).
Panel thickness 10 mm, 8 mm, 6 mm and 4 mm (rubber pad  for lock side if necessary; see appliance varieties)

Lock cylinder:
Profi le cylinder with 2 keys, lockable from one side.

Application area:
Private or public indoors (no approved security class).

Possibilities of application:
Worldwide

PRELIMINARY VERSIONS

http://www.door-coupe.ru
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_DETAIL DRAWING
 CUTOUT FOR WOOD AND GLASS PANELS



Item list
MATERIALDESCRIPTIONCOMPONENT NUMBERQUANTITYOBJECT

Diecast (cink)Cover Panel lock set S75110.01.751A11
Rubber SBR 1065Rubber pad for cover panel lock set S75110.01.751B12
Rubber SBR 1065Rubber pad for lock panel lock set S75110.01.751C13
 Lock STV oval with bolt 35mm10.01.751D14
Steel (blue
galvanized)

Oval head countersunk screw M4x18 DIN 966 
(ISO 7047)

10.01.751E25

Steel (blue
galvanized)

Zebra pias-countersunk head screw AW10
2,9x13

10.01.751F26

POMCatch for lock S75110.01.751G17
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Item 10.01.751
Panel lock set S751

10.01.754
Adapter-set;
for 4 mm panels (optional)

_DETAIL DRAWING
 EXPLODED DRAWING OF COMPLETE SYSTEM
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View for 4 mm panel
(10.01.751 und 10.01.754)

10.01.754

Panel  
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_ASSEMBLY VARIATIONS
 DOOR WITH LOCK



_ASSEMBLY VARIATIONS
 DOOR WITH CATCH FOR LOCK
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Mount doors and adjust.

IMPORTANT:

Overlapping has to be exactly 

26 mm!!!
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only for 4 mm panels!

Remove coating from rubber 

pad and glue to cover.

Remove coating from “rubber 

pad“ for lock and glue to the 

“lock STV with bolt 35“ mm.

IMPORTANT:

For 4 mm panels 2 rubber pads 

are needed.

For 10 mm panel no rubber pad 

necessary!
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Put lock in the door and afÞ x with 

cover.

Put catch for lock in position and 

fasten with drill screws.

IMPORTANT:

Before fastening screws check if 

catch for lock and lock are exactly 

the same height (top edge ß oor to 

middle catch for lock = 1050 mm)

Then functional check.


